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I. USB to Serial Driver Installation

Double click the installation icon 121; PL2303_Prolific_DriverInstaller_v10518.exe

Then, it will show as below picture:

Welcome to the InstallShield Wizard for PL-2303
USB-to-5enal

The InstallS hield *Wizard will inztall PL-2203 USE -to-Serial
on pour computer. To continue, click Mest.

< Back I Mext » || Cancel

Select “Next”, it will show as below picture:

Install5 hield Wizard Complete

The InstallShield 'Wizard has successfully inztaled PL-2303
J5B-to-Senial. Click Finizh to exit the wizard,

< Back Cancel

Click “Finish”, the USB to Serial Driver is installed.




Firstly, if you want to connect the Mobile Printer to computer, please connect the
printer to computer by the USB Data Wire. Turn on the computer power. Then you
can see the COM number from the lower right corner of the computer desktop. Then

you can install the Windows Driver.

Il. Windows Driver Installation

. . . DriverInstall.
Double click the installation |con|ﬁ! Lostlas |

Then, it will show as below picture:

Select Setup Language u

A@]  Select the language to use during the
l ’:fl installation:

[Engiish 7

Select the language, then click “OK”.

Then, it will show as below picture:

Ready to Install
Setup is now ready to begin installing Printer Driver on your computer,

Click Install to continue with the installation.

Install

Then click “Install”.




Then, it will show as below picture:

-
w= Printer Driver install program v2.61 L — g

Svstem Tvpe: Microsoft Windows 7

Printer Model

() Thermal Receipt Printer BEmm Series

() Impact Printer TEIT

| ®Fortable Printer |EBnm Series =]

Printer Port

Port: |USE_PORT: -
[ bdd FPort ] l Configure Port l
Printer Name: B8mm Seriez Printer

Inztall ‘

]

Select the Printer Model and available computer port, such as "USB PORT" as the
picture, then, click “Install”.

And then, it will show as below picture:

= Printer Driver install program v2.61 = Iil

Svstem Type: Microsoft Windows 7

Printer Model

(7 Thermal Receipt Printer S8mm Series

() Impact Printer TRII

@ Portable Prin SUCCESS [

Printer Port
Port:

™

Printer installed

7]

[ Configure Port l

| | cancel |

Frinter Name:

Inztall ‘

Select “OK”, and then click “Exit”. Wait until it shows the below picture, it

means, the printer driver has been installed successfully.




Then click “Finish” to finish driver installation.
Setup - Printer Driver

Completing the Printer Driver
Setup Wizard

To complete the installation of Printer Driver, Setup must
restart your computer. Would you like to restart now?

() es, restart the computer now

(®) Mo, T will restart the computer later




1. Printer Setup and Testing
2.1 Setup Printer Properties

river

Documents

‘4\ Getting Started
gl St

Pictures
% Snipping Tool

Music
@ Windows Media Center

Games
Calculator

Computer
Sticky Notes

% Remote Desktop Connection
Devices and Printers

QI Magnifier
Default Programs

@ Microsoft Office Access 2007

»  All Programs

Control Panel

Help and Support

, Search programs and files po) l Eﬁ down | ¥ ‘

Click Start Menu, and then click “Devices and Printers”, just as above picture

|
See what's printing
v | Set as default printer

Printing preferences

Printer properties

Create shortcut

Troubleshoot

Remove device

Properties

Right-Click “58mm Series Printer” and then click “Printer properties”

And then, it will show as below picture:




General |5harir1g | Ports I Advanced | Colour Management | Security I Device Settings

'y

m 58mm Series Printer

Location:

Comment:

Model:

Features

Colour: Mo Paper available:

Double-sided: Mo Printer 38(48) x 3276 mm
Staple: Mo

Speed: Unknown

Maximum resclution: 203 dpi

Preferences... Print Test Page

On 58mm Series Printer Properties “General”, you could configure the printer
communication port, such as Serial port. You also could set the paper specification,

beeper etc.

After all the setting, you could start to print the testing page.

2.2 Serial Port Configuration

On 58mm Series Printer Properties “Ports”, you could configure the Serial Port to

communicate printer to computer, see the below picture:



| General | Sharing | Fots | Advanced | Colour Management | Security I Device Settings

ﬁ 38mm Series Printer

Print to the following port(s). Docurnents will print to the first free
checked port.

Port Description Printer

[]LpT2: Printer Port

[]LPTZ: Printer Port

[]comz:  Serial Port

[] com3:  Serial Port

[] coms:  Serial Port

[]coma:  Serial Port

r :  Serial Port 58mm Series Printer

Add Port... Delete Port Configure Port...

[] Enable bidirectional support
[ ] Enable printer pocling

Select available computer COM port, such as "COM1" as the above picture, and

then click "Configure Port" to set the detailed parameter.



F B
COM1 Properties L2 S|
Port Settings

Bits per second: | 19200 vD
Data bits: |8 -|
Parity: | None -

Stop bits: [1 - | o

@w control: [ Hardware 'D i

[ Festore Defalilts ]

=

"Bit per second” means Serial port baud rate, it must same as printer setting. For

example, if printer baud rate is "19200bsp", then you must select "19200" on "Bit per
second", just as above picture. (Factory default baud rate is 19200bps)
“Flow control”, we recommend select “Hardware”

After setting, click “Apply”, and then click “OK”.



